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1

SPEN hazardous 

materials store

LV below ground power cable serving 

existing vehicle body repair workshop 

building shown brown (approximate 

location to be verified on site via GPR 

survey)

Existing SPEN sub-station ref: 

07/0180/029/ -LLANDRILLO COLLEGE

LV below ground power cable shown brown & associated 3m 

easement zone dashed (approximate location to be verified on site 

via GPR survey)

11kV HV below ground power cable shown red (approximate 

location to be verified on site via GPR survey)

SPEN 3m restrictive easement zone 

shown dashed
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201 m²

Wind Turbine Workshop / RWE
Renewables Centre

P01

12 Persons

70 m²

Unisex
Changing Room

P08

71 Persons

26 m²

Entrance Foyer

PX01

15 m²

Admin / Reception
office

P02

2 Persons

41 m²

Manager's Office /
Meeting Room

P03

1 (12) Persons

4 m²

Lobby

PX04

20 m²

Lobby
PX03

9 m²

Lobby

PX05

24 m²

Corridor
PX06

34 m²

Corridor

PX07

32 m²

Unisex WC
Cubicles 1 and
Handwash area

1

P05

5 m²

Accessible
Unisex WC

P06

5 m²

Cleaners
Cupboard

P07

5 m²

Accessible
Unisex Shower

P09

3 m²

Unisex Shower
& Changing 1

P10

3 m²

Unisex Shower
& Changing 2

P11

67 m²

Plantroom -
Heating & C.Air

P14
17 m²

Plantroom - LV
Switchroom

P21

83 m²

FOH Stair
PX02

3 m²

Lift
P04

External fire escape stair to be protected 

from the effects of adverse weather 

conditions using metal mesh cladding 

supported by cladding rails and primary 

steel frame structure galvanised to suit 

exposed environment. Steel frame also 

used to support stair flights & landings (as 

AD Part B2 6.25d).

recessed seating

indicates glazed screens & doors

wind turbine blade display piece

front of house helical stair also 

forms part of fire escape - allow for 

lobbies as shown

future proofed 3 storey expansion zone 

(circa 125m² per floor)

built-in seating below helical 

stair for student social

entrance barriers; electronically 

operated fob controlled access

visitor waiting area & intercom

line of roof above forms entrance canopy

glazed frontage to wind turbine workshop

55
00

SPEN rights-of-way access maintained

raw material deliveries & plantroom 

access via dropped-kerb tarmac footpath.

line of building overhang above forms covered 

access to materials store

vehicle tracking for articulated lorry

vehicle tracking for 

articulated lorry

N
orth

By Department Legend

Non-Net

Office

Store

Workshop

80
00

80
00

11 m²

Technician's
office

P12

1 Persons

39 m²

Raw materials
prep area and

storage

P13

49
93

5m (wide) x  5m (high) insulated 

security roller shutter door

aluminium framed double glazed fire 

escape door with fixed window over
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3No. Haas ST10 CNC Lathes

C - C

063002

C - C

063002

062002 2

A - A

063001

A - A
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D - D

063002
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BT

DRAIN

DRAIN

DRAIN

DRAIN

IC

IL

GU

IC

IC

IL

GU

Existing BT Chamber

briefing area

layout bench

Haas ST10

CNC Lathe

Haas ST10

CNC Lathe

Haas CNC 

Mini Mill

85 m²

Zone 4: Maintenance Lab (inc
Bench Fitting)

P16

18 Persons

85 m²

Zone 2: Hydraulics / Pneumatics /
Industrial Electrical Systems

P15

18 Persons

182 m²

Zone 3: Manufacturing Lab
(Manual)

P17

16 Persons

81 m²

Zone 1: Advanced Manufacturing
Lab (CNC)

P19

6 Persons

66 m²

CAD/CAM Suite 1

P20

20 Persons

2
1
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²
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3 m²

Electrical Riser /
DB Cupboard

P tbc

1 m²

Boiler flue riser

P tbc

st
o
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screen
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1250

storage cabinets

0 m²

Electrical riser

P tbc

br
ie
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g 
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a

proposed soft landscaping

Glazing and louvres to high level only

brick enclosure to columns

rwp rwp

rwprwprwprwp
rwp

rwp

rwp rwp

rwp rwp rwp rwp

bo
l

bol

Security gate to external fire escape 

stair fitted with electronically operated 

mag-lock to automatically release on 

activation of fire alarm. Galvanised 

steel frame of gate to be clad using 

matching metal mesh cladding of 

stairwell.

bol

bol

Large format insulated 

PPC steel industrial 

hinged acoustic doorset, 

Quiet-Lock 53 by 

Quietstar or similar.

bol
bolbol

bol
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This drawing is copyright and owned by Capita Property and Infrastructure Ltd., and is for use on this site 

only unless contractually stated otherwise.

DO NOT SCALE this drawing (printed or electronic versions). Contractors must check all dimensions from 
site. This drawing has been printed to the correct scale if the following accords with real measurements:

All other design team elements, where indicated, have been imported from the consultant's drawings and 

reference should be made to the individual consultant's drawings for exact setting out, size and type of 
component.

Discrepancies and / or ambiguities within this drawing, between it and information given elsewhere, must 

be reported immediately to the architect for clarification before proceeding.
All works are to be carried out in accordance with the latest British Standards and Codes of Practice unless 

specifically directed otherwise in the specification.
Responsibility for the reproduction of this drawing in paper form, or if issued in electronic format, lies with 

the recipient to check that all information has been replicated in full and is correct when compared to the 

original paper or electronic image. Graphical representations of equipment on this drawing have been co-
ordinated, but are approximations only. Please refer to the Specifications and / or Details for actual sizes 

and / or specific contractor construction information.
This original document is issued for the purpose indicated below and contains information of confidential 

nature. Further copies and circulation will be strictly in accordance with the confidentiality agreement under 
the contract. This original must be destroyed or returned to the contractor. 

SAFETY, HEALTH AND ENVIRONMENTAL INFORMATION
Refer to the relevant Construction (Design and Management) documentation where applicable.

It is assumed that all works on this drawing will be carried out by a competent contractor, working where 

appropriate to an approved method statement.
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P04 Structural model 01 linked into plans. GA plans
amended as follows to suit client feedback. Folding
partition removed from P15 & P16. Briefing areas
added to P17 & P19. Occupancy to P15, P16, P17 &
P20 increased, FF&E updated to suit changes to
occupancy. Welding bays removed from P01. Plant
room layout amended to suit M&E comments.
(DB/KJ/TG)

25/11/20

P05 External walls updated to show proposed build up and
set out to brick dimensions. GA plans amended as
follows. Glazing widths and locations updated as
highlighted. Riser added to P03 Managers Office.
Rainwater pipe locations added. High level glazing
and louvres incorporated to rooms P05, P08 and P13.
Structure and mesh finish added to fire escape
external stair. Roller shutter doors to workshop area
replaced with large hinged acoustic doors. Separating
partition and double door to plant room omitted.
Drawing issued for PAC. (DB/TG/TG)

06/01/21

P06 GA plans amended as follows to suit client feedback.
External riser omitted. New riser adjacent to P07
cleaners cupboard. Issued for client sign off for PAC.
(DB/TG/TG)

12/01/21

P07 GA plans amended following client meeting. Window
to P02 made larger. P07 cleaners cupboard reduced
in size allowing for larger unisex changing room.
Issued for client sign off for PAC. (DB/TG/TG)

13/01/21


