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Geotextile membrane eg. Terram 1000
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75mm depth medium grade bark mulch as

specified spread 1mØ around trunk of tree

Proposed Standard trees (10-12cm girth)

Plant tree at level of nursery line

Planting pit filled with  premium quality topsoil

(80%) and compost (20%). Fertilizer, soil

conditioner, water retention gel and mycorrhizal

inoculant gel to be added to pit as specified

200mm depth subsoil cultivation

Tree ventilation/ irrigation

system; eg. Rootrain 'Urban'

with Arborvent 100 cap, by

Green Blue Urban. To be

installed around  root ball at a

depth of 150mm.   Ensure inlet

is slightly above finished ground

level

200mm deep clean gravel/

broken stones, no fines,

20-40mm graded to be domed

to middle.

Double stake support. Pressure impregnated

softwood stake 2500mm L x 75mm Ø round

timber, peeled of bark (1000mm above ground

level).  Stakes to be located min 450mm from

trunk set either side of tree, bedded 1500mm into

soil (avoiding rootball). Timber cross spar (75mm

x 38mm x 950) shall be fixed to post with

galvanised nails.  One adjustable rubber tree tie

(threaded through a rubber tree cushion) to be

fixed to cross spar with galvanised clout nails..

300mm depth Subsoil to BS 8601:2013

3
0

0

950

Root barrier to be installed on

side adjacent to footpaths/

utilities.  Root barrier to be

installed 50mm below topsoil

level.  (See note section for

more info) .  All utility locations

are to be verified on site

P1 LF AF AF For PAC 12/01/2021

Notes:

1. Do not scale from this drawing. Any discrepancies to be brought to the attention of

the authors.  Dimensions to be verified on site prior to construction.

2. All locations and depths of utilities to be confirmed on site.

3. Root barriers are to be installed to prevent roots encroaching on utility providers

equipment and damaging adjacent footpaths.  Root barriers should only be

positioned along two sides of the tree pit.  The depth of root barrier is to extend

300mm below the invert level of the utility.

4. Root barriers are to be installed as per manufactures recommendations and utility

providers requirements for trees adjacent to hard landscape and services.

Guidelines below are indicative only:

· adjacent to paved areas:  ReRoot 600 by Green Blue Urban or equivalent

approved (where no utilities are present).

· adjacent to utility runs that are up to 700mm deep: ReRoot 1000 by Green Blue

Urban or equivalent approved.

· adjacent to utility runs that are deeper than 700mm: ReRoot 2000 by Green Blue

Urban or equivalent approved.
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