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Euroclad Ltd- Elite System 50 - Vertical Half
Round Cladding.

Colour - Anthracite RAL 7016, with colour
matching flashings.

NBS - H31-127A

Euroclad Ltd - Elite System 60 - Horizontal
Half Round Cladding.

Colour - Anthracite RAL 7016, with colour
matching flashings.

NBS - H31-128A

Euroclad Ltd- Elite System 50 - Vertical Half
Round Cladding.

Colour - Alaska Grey RAL 7000, with colour
matching flashings.

NBS - H31-129A

Euroclad Ltd - Elite System 50 - Horizontal
Half Round Cladding.

Colour - Alaska Grey RAL 7000, with colour
matching flashings.

NBS - H31-130A

Euroclad Ltd- Elite System 50 - Vertical Half
Round Cladding.

Colour - Jade 150 50 20, with colour
matching flashings.

NBS - H31-131A

Euroclad Ltd - Elite System 50 - Horizontal
Half Round Cladding - Insulated.

Colour - Jade 150 50 20, with colour
matching flashings.

NBS - H31-132A

Euroclad Ltd- Elite System 3 - Insulated
Roof Cladding.

Colour - Anthracite RAL 7016, with colour
matching flashings.

NBS - H31-120A

Kawneer UK Ltd - AA100 PPC aluminium
50mm Stick Curtain Walling System with
double glazed units and double entrance/
fire exit doors. (L20-480A)

Colour - Anthracite Grey RAL 7016

NBS - H11-110A

Metal Technology Ltd - System 4-20
Polyamide Casement Windows.
Colour - Anthacite RAL 7016

NBS - L10-330A

Latham's Steel Security Doorsets - High
Security Steel Doors

Colour - Jade 150 50 20

NBS - L20-481A

Kone plc - Sectional overhead Doors with
electric semi-automated operation
Colour - Jade 150 50 20

NBS - L20-615A

Colt Universal Louvre 1UL/DH - Single
bank deep section Louvres (Shown
Indicatively) as Specified By the M+E
Engineers

Colour - To match adjacent cladding
NBS - L10-650A

PPC aluminium Flashing Trims to wall
corners, doors, window & curtain walling
openings and parapet copings.

Colour - to match adjacent cladding panels
RAL 7016, RAL 7000 & 150 50 20

NBS - H31-481

AG Engineering Brick to external wall base/
upstand

Colour - Grey

NBS - F10-385

General Notes

Do not scale from this drawing. Only work to written dimensions.

All site dimensions shall be verified by the Contractor on site prior to
commencing any works.

This drawing is the property of Fletcher-Rae (UK) Limited (t/a Fletcher-
Rae) and copyright is reserved by them. The drawing is not to be copied
or disclosed by or to any unauthorised persons without the prior
written consent of Fletcher-Rae (UK) Limited.
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